Spectrophotocolorimeter Test Report

Light Source Test Report
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Color Parameters:

Chromatiecity Coordinate:x=0.4214 (d%=-0.0011}) vy=0.3961(dy=-0.0025)
Chromaticity Coordinate:u'=0.2435% v'=0.5159{duv=-8.81e-04}
Te=3214K Dominant WL:Ld=582.3nm Purity=45.4% Centroid WL:537.0nm
Ratio:R=25.8% G=71.5% B=2.7% Peak WL:Lp=610.0nm HWL:73.&nm
Render Index:Ra=93.7
R1 =58 R2 =97

R8 =82 RY9 =53

R3 =82 R4 =94 RS =97
R10=89 R11=54 R12=50

k& =97
R13=099

R7 =083
R14=04

R15=91

Photo Parameters:
Flux: 114747 1lm Fe: 427.53 W Efficacy:123.0 1lm/W

PAR VALUE (400-700nm): 3.83642+005 mW PPF: 1843.8 umol/s

Electrical Parameters:
Lamp : U=221.00V I=4.300a P=933.0W PF=0.9631

Instrument Status:
Scan Range:3B80.0nm-800.0rm
REF=25735(R=2)

Interval:5.0nmi0]
=0.054%

Ip=9327({G=2,D=45)}
PMT: 29.6 centigrade [150.0]

Product Type: 1000W CMH 3k Agro Manufacturer:

Mumber:
Temperature:25.3 deg
Test Operator:
Software:V3.00.137

Test Department:

Humidity:&5.0%

Test Date:2017-07-05 09:45:19
Instrument: PMS-80 V1 (SN:1007081)
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Color Parameters:

Chromaticity Coordinate:x=0.41689 (d%=0.0024} v=0.4011 (dy=0.006&40)}
Chromaticity Coordinate:u'=0.2385 v'=0.5172{duv=2.04e-03}
Te=3343K Dominant WL:Ld=580.7nm Purity=45.5% Centroid WL:589.0nm
Ratio:R=23.9% G=73.7% B=2.4% Peak WL:Lp=595.0nm HWL:67.5nm
Render Index:Ra=87.7

Rl =81 R2 =92 R3 =87 R4 =92 RS =90 RE =020 R7 =89

RE =71 R9 =24 R10=75 R11=93 R12=76 R13=92 R14=91 R15=82
Photo Parameters:

Flux: 119719 1lm Fe: 409.74 W Efficacy:121.6 1lm/W

PAR VALUE (400-700nm): 3.6814e+005 mW PPF: 1744.2 umel/s

Electrical Parameters:

Lamp : U=23%.60V I=4.174A P=984.3W PF=0.%900

Instrument Status:

Scan Range:380.0nm-800.0rm Interval:5,.0mmf 0] Ip=10780(G=2,D=43)

REF=25700(R=2) #=0.016% PMT: 25.8 centigrade [35,2]

Manufacturer:
Test Department:

Product Type: 1000W CMH 3k HO
Hmber:

Temperature:25.3 deg
Test Operator:
Software:V3.00.137

Humidity:&5.0%
Test Date:2018-05-24 12:57:11
Instrument: PMS-80 V1 (SN:1007081)
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Color Parameters:

Chromatieity Coordinate:x=0.3727 (d2=0.0032}

y=0.3729 (dy=0.0081)

Chromaticity Coordinate:u’'=0.2215 v'=0.4587 (duv=5.41e-04}
Tec=41%0K Dominant WL:Ld=578.0nm Purity=23.7% Centroid WL:589.0nm
Peak WL:Lp=535.0nm HWL:254.5nm

Ratio:R=20.7% G=74.9% B=4.4%
Render Index:Ra=98.6
R1 =89 R2 =98
R8 =99 R9 =95

R3 =96
R10=98

Photo Parameters:
Flux: 98353 1m Fe:

PAR VALUE {400-700nm) :

R4
R11

Electrical Parameters:

Lamp U=220.00V
Instrument Status:
Scan Range:3B80.0nm-800.0rm
REF=21131(R=2)

97
96

426,20 W Efficacy:100.5 1lm/W
3.5948=+005 mW PPF: 1692.2 umol/s

I=4.608A P=978.4W PF=0.8%5900

Interval:5.0nmi0]}
=0.181%

PMT: 27.3 centigrade [34.5]

R =59 Re =100 R7 =89
R12=08 R13=59 R14=98 R15=9%
Ip=47878(G=3,D=30)

Product Type: 1000W CMH 4k
Humber:
Temperature: 25.3 deg
Test Operator:
Software:V3.00.137

Manufacturer:

Test Department:

Humidity:&5.0%
Test Date:2018

-05-04 09:10:57

Instrument: PMS-80 V1 (SN:1007081)
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